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SHOULDER BOLT DETAIL

(3 Required)
New Shoulder Bolts shall be
AASHTO MI64 High Strength Bolts

le/l 1[2//
Thread
Hex Head l6” || _Turned to
\ T
® &
5, o
*

TOTAL SHEET
ROUTE NO. | SECTION COUNTY aveers | ST | speET ML 7

06-3,78-1) BUREAU/ » i OF 8 SHEETS
I-2 PUTNAM

FED. ROAD DIST. NO. ’Il ILLINOIS ' CONTRACT NO. 66734

FAI-180

*Notes:
The Existing Shoulder Bolts at the designated locations have failed,
The threaded portions of the failed Shoulder Bolts are embedded in the
Existing Bearing Assemblies aond are to be removed to allow installation
of new Shoulder Bolts. The cost for tapping holes for new Shoulder Bolts,
if required, and removing the embedded portions of the failed Shoulder
Bolts in the Existing Bearing Assemblies is included in Structural Steel Repair.

After the embedded portions of the failed Shoulder Bolts have been
removed from the Existing Bearing Assemblies, the Contractor shall
examine the removed portions of the bolts and the holes in the Existing
Bearing Assemblies to determine thread requirements for the new Shoulder
Bolts. If bolt removal operations damage the threaded holes in the
Existing Bearing Assemblies, holes shall be re-tapped as needed to accept
new Shoulder Bolts.
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